FILTRELER FILTERS

Cam elyafi takviyeli polyesterden (CTP) iiretilir.
Filtre servis kapag Usttedir ve su bogaltma tapasi
mevcuttur. Galigma basinci 1.0-1.5 kg/cm®, Maksi-
mum Calisma Basinci: 2.5 kg/cmz, Test basinci 3.5
kg/cm®dir. Manometre ve purijorii ile birlikte filtre
kumu hari¢ satisa sunulur.

DEBI/FLOWm’/h KUM/SAND KUM/SAND

Polyester CTP KUMFILTRESI

Polyester SAND FILTERS

Made by CTP and reinforced with fiberglass. Lid on
top. Side mount. The filter is tested under 3.5 kg/
cm’. Maximum Operating Pressure is 2.5 kg/cm’.

Operating pressure is 1.0-1.5 kg/cm”.

CAP/DIA.  50m/h 40m/h  0.8-15 15-3.0 BAGL./CONN. AG./WEIG.
Vanasiz (W/O Valve) (kg)
1050 mm 430 340 750kg 200kg 90 mm AAAO8
1250 mm 550 490 1000 kg 250kg 125mm AAAO7 95,0
1400 mm 770 610 1750 kg 325kg 125mm AAB60 130,0
1600 mm 950 804 2300kg 700kg 125mm AAAQ9 1750
1800 mm 1250 1010 2850kg 500 kg 160 mm AAB81 227,0
2000 mm 150,0 1257 3500 kg 700kg 160 mm AAATO 2750
Vanali (With Valve)
1050mm-21/2"43,0 34,0 750kg 200kg 75mm AAAT2 105,0
1250mm-3" 550 490 1000 kg 250kg 125mm AAAOG 145,0
Kollektorlt Toplama Sistemi
Lateral System
D KUM YUKSEKLIGI A B C E
(Mm) /FILTER. BED. (Mm) (Mm) (Mm) (Mm)
21050 80cm 110,0 63,0 37,0 103,0
01250 80cm 1310 81,0 410 127,0
21400 100 cm 161,0 103,0 61,0
01600 100 cm 160,0 96,5 56,0
21800 100 cm 180,0 105,0 65,0
02000 100 cm 217,0 140,0 85,0
CTP KUMFILTLER. CTP SAND FILTERS

Kum Filtreleri cam elyafi takviyeli polyester- den (
CTP) Uretilir. Filtre servis kapag Usttedir ve su
bosaltma tapasi mevcuttur. Calisma basinci 1.0- 1
5 kg/cmz, Maksimum Caligma Basinci: 2.5 kg/
cm’, Test basinci 3.5 kg/cm®dir. Manometre ve
purijori ile birlikte filtre kumu harig satisa sunulur.

DEBI/FLOWm’/h  KUM/SAND KUM/SAND

Made by CTP and reinforced with fiberglass. Lid
on top. Side mount. The filter is tested under 3.5
kg/cm’. Operating pressure is 1.0-1.5 kg/cm”.
Maximum Operating Pressure is 2.5 kg/cm”.

CAP/DIA. 50m/h 40m/h  0.8-15 15-3.0 BAGL./CONN. KODU/CODE  AG./WEIG.
Vanasiz (W/O Valve) (kg)
1050 mm 43,0 34,0 750 kg 200kg 90 mm AAA55 100,0
1250 mm 55,0 490 1000 kg 250kg 125mm AAAG2 140,0
1400 mm 77,0 61,0 1750 kg 325kg 125 mm AAB80 170,0
1600 mm 95,0 80,4 2300 kg 700kg 125mm AAAG4 210,0
1800 mm 1250 101,0 2850 kg 500kg 160 mm AAB82 280,0
2000mm 150,0 1257 3500 kg 700kg 160 mm AAAGS 3520
Vanali (With Valve) (kg)
1050mm-2 1/2" 43,0 34,0 750 kg 200kg 90 mm AAA56 115,0
1250 mm-3" 49,0 1000 kg 250kg 125mm AAAG3 180,0

55,0

Mantar Nozul Toplama Sistemi
Nozzle Platform System

KUM YUKSEKLIG A

/FILTER. BED.
21050 80cm 110,0 63,0 37,0 103,0
1250 80cm 1310 81,0 41,0 127,0
21400 100cm 161,0 103,0 61,0
31600 100 cm 160,0 96,5 56,0
21800 100cm 180,0 105,0 65,0
@2000 100 cm 217,0 140,0 85,0
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